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Safety

Safety Signs

This is the general warning sign. It is used to alert the user to potential hazards. All safety messages that 
follow this sign shall be obeyed to avoid possible harm.

DANGER

Indicates a hazard with a high level of risk which, if not avoided, will result in death or serious injury.

WARNING

Indicates a hazard with a medium level of risk which, if not avoided, could result in death or serious injury.

CAUTION

Indicates a hazard with a low level of risk which, if not avoided, could result in minor or moderate injury.

NOTE

A situation that may cause damage to the equipment or loss of property.

Work on the refrigerant circuit with flammable refrigerant in safety group A2L may only be carried out by 
authorized contractors. These heating contractors must be trained in accordance with UL 60335-2-40, 
Section HH. The certificate of competence from an industry accredited body is required.
Work on electrical equipment may only be carried out by a qualified electrician.
Before initial commissioning, all safety ςrelated points must be checked by the particular certified heating 
contractors. The system must be commissioned by the system installer or a qualified person authorized by 
the installer.
For installation of the unit, refer to the corresponding installation and operation manual. If an unit is 
installed in an unventilated area, the area shall be so constructed that should any refrigerant leak, it
will not stagnate so as to create a fire or explosion hazard.
The appliance shall be stored so as to prevent mechanical damage from occurring.
Do not stack combustible materials on the surface of the unit.

WARNING

Do not use means to accelerate the defrosting process or to clean, other than those recommended by the 
manufacturer.
The appliance shall be stored in a room that does not have continuously operating ignition sources (for 
example: open flames, an operating gas appliance or an operating electric heater).
Do not pierce or burn the unit.
Be aware that refrigerants may not contain an odour.
If refrigerant gas leaks during installation, ventilate the area immediately.
Comply with national gas regulations.



Safety

Safety Precautions

This appliance is not intended for use by persons (including children) with reduced physical, sensory or 
mental capabilities, or persons who lack experience and knowledge, unless they are supervised or have been 
given instructions concerning the use of the appliance by a person responsible for their safety. Children 
should be supervised to ensure that they do not play with the appliance.
Any person who is involved with working on or opening a refrigerant circuit should hold a current valid 
certificate from an industry-accredited assessment authority, which authorizes their competence to handle 
refrigerants safely in accordance with an industry recognized assessment credential.
Servicing shall only be performed as recommended by the equipment manufacturer.
Maintenance and repair requiring the assistance of other skilled personnel shall be carried out under the 
supervision of a person competent in the use of flammable refrigerants.
Prior to beginning work on systems containing flammable refrigerants, safety checks are necessary to 
minimize the risk of ignition.
When repairing the refrigerating system, comply with the following precautions prior to conducting
work on the system:
ςshall be undertaken according to controlled procedures so as to minimize the risk of the presence of 
flammable gases or vapors while the work is being performed.
ςAll maintenance staff and others working in the local area shall be instructed on the nature of work being 
carried out. Work in confined spaces shall be avoided.
ςThe area shall be checked with an appropriate refrigerant detector prior to and during work, to ensure the 
technician is aware of potentially toxic or flammable environment. Ensure that the leak detection equipment 
being used is suitable for use with all applicable refrigerants, i.e. non-sparking, adequately sealed or 
intrinsically safe.
ςIf any hot work is to be conducted on the refrigerating equipment or any associated parts, appropriate fire 
extinguishing equipment shall be available and easily accessible. Have a dry powder or CO2 fire extinguisher 
adjacent to the charging area.
ςWhen carrying out work in relation to a refrigerating system that involves exposing any pipe work, no 
sources of ignition shall be used in such a manner that it may lead to the risk of fire or explosion. All possible 
ignition sources, including cigarette smoking, should be kept sufficiently far away from the site of installation,
repair, or removal and disposal of the unit, during which refrigerant can possibly be released into the 
surrounding space. Prior to beginning work, the area around the equipment is to be surveyed to make sure 
ǘƘŀǘ ǘƘŜǊŜ ŀǊŜ ƴƻ ŦƭŀƳƳŀōƭŜ ƘŀȊŀǊŘǎ ƻǊ ƛƎƴƛǘƛƻƴ ǊƛǎƪǎΦ άbƻ {ƳƻƪƛƴƎέ ǎƛƎƴǎ ǎƘŀƭƭ ōŜ ŎƭŜŀǊƭȅ ŘƛǎǇƭŀȅŜŘΦ
Ensure that the area is in the open or that it is adequately ventilated before opening the system or 
conducting any hot work. A degree of ventilation shall continue during the period that the work is carried 
out. The ventilation should safely disperse any released refrigerant and preferably expel it externally into the
surroundings.
Where electrical components are being changed, they shall be fit according to their purpose and to the 
ŎƻǊǊŜŎǘ ǎǇŜŎƛŦƛŎŀǘƛƻƴΦ !ǘ ŀƭƭ ǘƛƳŜǎ ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƳŀƛƴǘŜƴŀƴŎŜ ŀƴŘ ǎŜǊǾƛŎŜ ƎǳƛŘŜƭƛƴŜǎ ǎƘŀƭƭ ōŜ ŦƻƭƭƻǿŜŘΦ LŦ 
ƛƴ ŘƻǳōǘΣ Ŏƻƴǎǳƭǘ ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ǘŜŎƘƴƛŎŀƭ ŘŜǇŀǊǘƳŜƴǘ ŦƻǊ ŀǎǎƛǎǘŀƴŎŜΦ ¢ƘŜ ŦƻƭƭƻǿƛƴƎ ŎƘŜŎƪǎ ǎƘŀƭƭ ōŜ
applied to installations using flammable refrigerants:
ςThe actual refrigerant charge is in accordance with the room size within which the refrigerant containing 
parts are installed;
ςThe ventilation machinery and outlets are operating adequately and are not obstructed.
ςIf an indirect refrigerating circuit is being used, the secondary circuit shall be checked for the presence of 
refrigerant.
ςEquipment marking must remain visible and legible. Markings and signs that are illegible shall be corrected.
Refrigerating pipe or components are installed in a position where they are unlikely to be exposed to any 
substances which may corrode refrigerant containing components, unless the components are constructed 
of materials that are inherently resistant to corrosion or are suitably protected against corrosion.
Repair and maintenance of electrical components shall include initial safety checks and component 
inspection procedures. If a fault exists that could compromise safety, then no electrical supply shall be 
connected to the circuit until the fault has been dealt with satisfactorily.

WARNING



Safety

Safety Precautions

If the fault cannot be corrected immediately but it is necessary to continue operation, an adequate
temporary solution shall be used. This shall be reported to the owner of the equipment so that
all parties are advised. Initial safety checks shall include:
ςThat capacitors are discharged: this shall be done in a safe manner to avoid the possibility of sparking;
ςThat no live electrical components and wiring are exposed while charging, recovering or purging the 
system;
ςThat there is continuity of earthing.
Sealed electrical components shall be replaced. Intrinsically safe components must be replaced.
Check that cabling will not be subject to wear, corrosion, excessive pressure, vibration, sharp edges or any 
other adverse environmental effects. The check shall also take into account the effects of aging or continual 
vibration from sources such as compressors or fans.
Under no circumstances shall potential sources of ignition be used while searching for or detection of 
refrigerant leaks. A halide torch (or any other detector using a naked flame) shall not be used.
Electronic leak detectors may be used to detect refrigerant leaks but, in the case of flammable refrigerants, 
the sensitivity may not be adequate, or may need re-calibration. (Detection equipment shall be calibrated in 
a refrigerant-free area.)Ensure that the detector is not a potential source of ignition and is suitable for the 
refrigerant used.Leakdetection equipment shall be set at a percentage of the LFL of the refrigerant and shall
be calibrated for the refrigerant employed, and the appropriate percentage of gas (25 % maximum) is 
confirmed.
If a leak is suspected, all naked flames shall be removed/extinguished. If a leakage of refrigerant which 
requires brazing is found, all of the refrigerant shall be recovered from the system, or isolated(by means of 
shut off valves) in a part of the system remote from the leak.
Leak detection fluids are also suitable for use with most refrigerants but the use of detergents containing 
chlorine shall be avoided as the chlorine may react with the refrigerant and corrode the copper pipe-work.
NOTE̔ Examples of leak detection fluids are
-bubble method,
-fluorescent method agents.
When breaking into the refrigerant circuit to make repairs - or for any other purpose-conventional 
procedures shall be used. However, for flammable refrigerants it is important that best practice be followed, 
since flammability is a consideration. The following procedure shall be adhered to:
- safely remove refrigerant following local and national regulations.
- evacuate.
-purge the circuit with inert gas .
- evacuate.
- continuously flush or purge with inert gas when using flame to open circuit, and.
- open the circuit.
The refrigerant charge shall be recovered into the correct recovery cylinders if venting is not allowed by local 
and national codes. For appliances containing flammable refrigerants, the system shall be purged with 
oxygen-free nitrogen to render the appliance safe for flammable refrigerants. This process might need
to be repeated several times. Compressed air or oxygen shall not be used for purging refrigerant
systems.
For appliances containing flammable refrigerants, refrigerants purging shall be achieved by breaking the 
vacuum in the system with oxygen-free nitrogen and continuing to fill until the working pressure is achieved, 
then venting to atmosphere, and finally pulling down to a vacuum. This process shall be repeated
until no refrigerant is within the system .When the final oxygen-free nitrogen charge is used, the system 
shall be vented down to atmospheric pressure to enable work to take place.
The outlet for the vacuum pump shall not be close to any potential ignition sources, and ventilation shall be 
available.
Ensure that contamination of different refrigerants does not occur when using charging equipment. Hoses or 
lines shall be as short as possible to minimisethe amount of refrigerant they contain.
Cylinders shall be kept upright. Ensure that the refrigeration system is grounded prior to charging the system 
with refrigerant.
Label the system when charging is complete (if it is not already labeled).
Take extreme care not to overfill the refrigeration system.

WARNING
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Safety Precautions

Prior to recharging the system, it shall be pressure-tested with the appropriate purging gas. The system shall 
be leak-tested on completion of charging but prior to commissioning. A follow up leak test shall be
carried out prior to leaving the site.
Before carrying out this procedure, it is essential that the technician is completely familiar with the 
equipment and all its detail. It is recommended that all refrigerants are recovered safely. Prior to the task 
being carried out, an oil and refrigerant sample shall be taken in case analysis is required prior to re-use of 
reclaimed refrigerant. It is essential that electrical power is available before the task is commenced.
a) Become familiar with the equipment and its operation.
b) Isolate system electrically.
c) Before attempting the procedure ensure that:
ςmechanical handling equipment is available, if required, for handling refrigerant cylinders;
ςall personal protective equipment is available and being used correctly;
ςthe recovery process is supervised at all times by a competent person;
ςrecovery equipment and cylinders conform to the appropriate standards.
d) Pump down refrigerant system, if possible.
e) If a vacuum is not possible, make a manifold so that refrigerant can be removed from various parts of the 
system.
f) Make sure that the cylinder is situated on the scales before recovery takes place.
g) Start the recovery machine and operate it in accordance with the manufacturer's instructions.
h) Do not overfill cylinders. (No more than 80% volume liquid charge).
i) Do not exceed the maximum working pressure of the cylinder, even temporarily.
j) When the cylinders have been filled correctly and the process has been completed, make sure
that the cylinders and the equipment are removed from site promptly and all isolation valves on the 
equipment are closed off.
k) Recovered refrigerant shall not be charged into another refrigeration system unless it has been cleaned 
and checked.
Equipment shall be labeled stating that it has been de-commissioned and emptied of refrigerant. The label 
shall be dated and signed. Ensure that there are labels on the equipment stating the equipment contains 
flammable refrigerant.
When removing refrigerant from a system, either for servicing or decommissioning, it is recommended that 
all refrigerants are removed safely.
When transferring refrigerant into cylinders, ensure that only appropriate refrigerant recovery cylinders are 
employed. Ensure that the correct number of cylinders for holding the total system charge is available. All 
cylinders to be used are designated for the recovered refrigerant and labelled for that refrigerant (i.e.special
cylinders for the recovery of refrigerant). Cylinders shall be complete with pressure-relief valve and
associated shut-off valves in good working order. Empty recovery cylinders are evacuated and, if possible, 
cooled before recovery occurs.
The recovery equipment shall be in good working order with a set of instructions concerning the equipment 
that is at hand and shall be suitable for the recovery of the flammable refrigerant. If in doubt, the 
manufacturer should be consulted. In addition, a set of calibrated weighing scales shall be available and in 
good working order. Hoses shall be complete with leak-free disconnect couplings and in good condition.
The recovered refrigerant shall be processed according to local legislation in the correct recovery cylinder, 
and the relevant waste transfer note arranged. Do not mix refrigerants in recovery units and especially not in 
cylinders.
If compressors or compressor oils are to be removed, ensure that they have been evacuated to an 
acceptable level to make certain that flammable refrigerant does not remain within the lubricant. The 
compressor body shall not be heated by an open flame or other ignition sources to accelerate this process. 
When oil is drained from a system, it shall be carried out safely.
Do not use the air conditioner for other purposes. In order to avoid any quality deterioration, do not use the 
unit for the cooling of precision instruments, food, plants, animals or works of art. Before cleaning, be sure 
to stop the operation, turn the breaker off or unplug the supply cord. Otherwise, electric shock and injury
may occur. In order to avoid electric shock or fire, make sure that an earth leak detector is installed.
Never touch the air outlet or the horizontal blades while the swing flap is in operation. Your fingers may be 
come caught or the unit may break down.

WARNING
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Safety Precautions

Never put any objects into the air inlet or outlet.
Objects touching the fan at high speed can be dangerous.
Never inspect or service the unit by yourself.
Ask a qualified service person to perform this task.
Do not dispose of this product as unsorted municipal waste. This waste should be collected separately for 
special treatment. Do not dispose of electrical appliances as unsorted municipal waste. Use separate 
collection facilities. Contact your local government for information regarding the connection systems 
available.
If electrical appliances are disposed of in landfills or dumps, hazardous substances can leak into the 
groundwater and get into the food chain, harming your health and well-being.
To prevent refrigerant leak, contact your dealer. When the system is installed and operates in a small room, 
it is required to maintain the concentration of the refrigerant below the limit, in case a leak occurs. 
Otherwise, oxygen in the room may be affected, resulting in a serious accident.
The refrigerant in the air conditioner is safe and normally does not leak.
If the refrigerant leaks into the room and comes into contact with the fire of a burner, a heater or a cooker, a 
harmful gas could be released.
Turn off any combustible heating devices, ventilate the room, and contact the dealer where you purchased 
the unit.
Do not use the air conditioner until a service person confirms that the refrigerant leak is repaired.
Keep ventilation openings clear of obstruction.
Be sure the air conditioner is earthed.
In order to avoid electric shock, make sure that the unit is earthed and that the earth wire is not connected 
to a gas or water pipe, lightning conductor or telephone earth wire.
Do not operate the air conditioner with a wet hands. An electric shock may happen.
Do not touch the heat exchanger fins. These fins are sharp and could cut you.
To avoid oxygen deficiency, ventilate the room sufficiently if equipment with a burner is used together with 
the air conditioner.
Arrange the drain hose to ensure smooth drainage. Incomplete drainage may cause wetting of the building, 
furniture, etc.
Never touch the internal parts of the controller.
Do not remove the blower access panel. Some parts inside are dangerous to touch, and machine troubles 
may occur.
Attention is drawn to the fact that additional transportation regulations may exist with respect to equipment 
containing flammable gas. The maximum number of pieces of equipment or the configuration of the 
equipment permitted to be transported together will be determined by the applicable transport regulations.
Signs for similar appliances used in a work area are generally addressed by local regulations and give the 
minimum requirements for the provision of safety and/or health signs for a work location.
All required signs are to be maintained and employers should ensure that employees receive suitable and 
sufficient instruction and training on the meaning of appropriate safety signs and the actions that need to be 
taken in connection with these signs. The effectiveness of signs should not be diminished by too many signs 
being placed together. Any pictograms used should be as simple as possible and contain only essential 
details.
The storage of the appliance should be in accordance with the applicable regulations or instructions, 
whichever is more stringent.
Storage package protection should be constructed such a way that mechanical damage to the equipment 
inside the package will not cause a leak of the REFRIGERANT CHARGE.
The maximum number of pieces of equipment permitted to be stored together will be determined by local 
regulations.
Do not operate the air conditioner when using a room fumigation - type insecticide. Failure to observe this 
precaution could cause the chemicals to become deposited in the unit, which could endanger the health of 
those who are hypersensitive to chemicals. It may also cause the refrigerant sensor to alarm.
Do not place appliances which produce open flame in places exposed to the air flow from the unit or under 
the unit. It may cause incomplete combustion or deformation of the unit due to the heat.
Do not install the air conditioner in a location where flammable gas may leak out. If the gas leaks out and 
stays around the air conditioner, a fire may break out.

WARNING



Safety

Safety Precautions

The appliance shall be installed, operated and stored in a room with a floor area not less than the minimum 
room area. Refer to the installation instructions for the minimum room area required to install the appliance.

WARNING

The pipe-work including piping material, pipe routing, and installation shall include protection from physical
damage in operation and service, and be in compliance with national and local codes and standards, such as
ASHRAE 15, ASHRAE 15.2, IAPMO Uniform Mechanical Code, ICC International Mechanical Code. inspection 
prior to being covered or enclosed; or CSA B52. All field joints shall be accessible for inspection prior to being 
covered or enclosed.
All joints made in the installation between parts of the refrigerating system, with at least one part charged,
shall be made in accordance with the following:
τA brazed, welded, or mechanical connection shall be made before opening the valves to permit 
refrigerant to flow between the refrigerating system parts. A vacuum valve shall be provided to evacuate the 
interconnecting pipe or any uncharged refrigerating system part.
τMechanical connectors used indoors shall comply with ISO 14903. When mechanical connectors are
reused indoors, sealing parts shall be renewed. When flared joints are reused indoors, the flare part shall be
refabricated.
τRefrigerant tubing shall be protected or enclosed to avoid damage.
Compliance is checked according to the installation instructions and a trial installation, if necessary.
After completion of field piping for split systems, the field pipework shall be pressure tested with an inert gas 
and then vacuum tested prior to refrigerant charging, according to the following requirements.
The minimum test pressure for the low side of the system shall be the low side design pressure and the
minimum test pressure for the high side of the system shall be the high side design pressure, unless the high
side of the system, cannot be isolated from the low side of the system in which case the entire system shall 
be pressure tested to the low side design pressure.
τmechanical joints in compliance with ISO 14903 or UL 207 (U.S. only).
τwelded or brazed joints.
τ joints in enclosures that vent to the unit or to the outside. Compliance is checked by inspection and tests.
Components and accessories from the units are not part of ordinary domestic waste.
Complete units , compressors, motors etc. are only to be disposed of via qualified disposal specialists.
This unit uses flammable refrigerant R454B. Please contact the dealer when you want to dispose of this unit. 
Law requires that the collection, transportation and disposal of refrigerants must conform with the 
regulations governing the collection and destruction of hydrofluorocarbons.

WARNING
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Safety Precautions

The refrigerant leakage sensor can only use the factory model or the specified model indicated in the 
corresponding manual.
The R454B refrigerant leakage sensor must be used to activate the refrigerant shut-off device, the alarm 
device, incorporated circulation airflow or other emergency controls, which shall give an electrical signal at a 
predetermined alarm set point in response to leaked refrigerant.
The installation of the refrigerant leakage sensor shall allow access for checking, repair or replacement by an 
authorized person.
The refrigerant leakage sensor shall be installed so its function can be verified easily.
The refrigerant leakage sensor shall be protected to prevent tampering or unauthorized resetting of the pre-
set value.
To be effective, the refrigerant leakage sensor must be electrically powered at all times after installation, 
other than when servicing.
If the refrigerant leakage sensor detects a refrigerant leak, the fan will be turned on to the maximum̆ the 
compressor will stop running. you should immediately leave the leak area and notify a professional for 
handling.
The service life of the refrigerant sensor is 15 years, and it should be replaced after the service life.
LEAK DETECTION SYSTEM installed on unit. Unit must be powered except for service.

For appliances connected via an air duct system to one or more rooms, auxiliary devices which may be a 
potential ignition source shall not be installed in the duct work. Examples of such potential ignition sources 
are hot surfaces with a temperature exceeding 700£C and electric switching devices.
For appliances connected via an air duct system to one or more rooms, only auxiliary devices approved by 
the appliance manufacturer or declared suitable with the refrigerant shall be installed in connecting 
ductwork.

WARNING

WARNING
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сΦу    /ƘŜŎƪ ŦƻǊ IƛƎƘ tǊŜǎǎǳǊŜ {ǿƛǘŎƘ όIt{ύ     ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΧ ΦΧ су
сΦф    /ƘŜŎƪ ŦƻǊ [ƻǿ tǊŜǎǎǳǊŜ {ǿƛǘŎƘ ό[t{ύ       ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΦΧΧ Χ сф
сΦмл    /ƘŜŎƪ ŦƻǊ 5ƛǎŎƘŀǊƎŜ ¢ŜƳǇŜǊŀǘǳǊŜ {ǿƛǘŎƘ ό5¢{ύ    ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΦΧΧ тл
сΦмм  /ƘŜŎƪ ŦƻǊ hǳǘŘƻƻǊ Cŀƴ aƻǘƻǊ     ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΧΦΧ  тм
сΦмн  /ƘŜŎƪ ŦƻǊ /ƻƳǇǊŜǎǎƻǊ /ƘŜŎƪ     ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΧΧΧΧ  тн
6.13  Check for indoor PSC unit statusΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΧΧΧ  то
6.14  Check for indoor ECM unit statusΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΧΦΧΧ  тп
сΦмр  /ƘŜŎƪ ŦƻǊ hǳǘŘƻƻǊ Ŧŀƴ ƳƻǘƻǊ {ǇŜŜŘ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΦΦΧΧ  тр
6.16  Check for FUSEΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΧΦΦΧ  тс
PART 7  Appendix ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΧΦΧΦΧΧ тт
тΦм ²ƛǊƛƴƎ 5ƛŀƎǊŀƳǎ ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΧΧΦΧ  ту
тΦн aŀƛƴ ōƻŀǊŘ ǊŜǇƭŀŎŜƳŜƴǘ ǇǊƻŎŜŘǳǊŜ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧ  ум
тΦо aŜƴǳ ōǳǘǘƻƴ CǳƴŎǘƛƻƴ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΦΦΧ  уп
тΦп ¢ǊƻǳōƭŜǎƘƻƻǘƛƴƎ DǳƛŘŜ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΦΦΧΦур
7.5 Temperature and Resistance Relationship TablesΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΦΦΧΦΦ ус
тΦс wŜŦǊƛƎŜǊŀƴǘ ǎŜƴǎƻǊ ǊŜǇŀƛǊ ŀƴŘ ǊŜǇƭŀŎŜƳŜƴǘ ƎǳƛŘŜƭƛƴŜǎ ǎŜǇŀǊŀǘŜƭȅ ΧΧΧΧΧΧΧΧΧΧ ут
тΦт ²ƛƴŘ ǇǊŜǎǎǳǊŜ ǎǿƛǘŎƘ ƳŀƛƴǘŜƴŀƴŎŜ ŀƴŘ ǊŜǇƭŀŎŜƳŜƴǘ   ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΦΧ уу 



1. Product instruction

1

Series Model Compressor
OD Fan 
Motor

OD Heat 
Exchanger

ID Fan 
Motor

ID Heat 
Exchanger

13.4HP

UL-
WKR71B/MN

10X- 134A
Rotary

DC 
Motor

Copper & 
Fin

AC 
Motor

Aluminum 
& Fin

UL-
WKR90B/MN

10X- 134A
Rotary

DC 
Motor

Copper & 
Fin

DC 
Motor

Aluminum 
& Fin

UL-
WKR105B/M
N10X- 134A

Scroll
DC 

Motor
Copper & 

Fin
DC 

Motor
Aluminum 

& Fin

UL-
WKR120B/M
N10X- 134A

Scroll
DC 

Motor
Copper & 

Fin
AC 

Motor
Aluminum 

& Fin

UL-
WKR140B/M
N10X- 134A

Scroll
DC 

Motor
Copper & 

Fin
AC 

Motor
Aluminum 

& Fin

UL-
WKR160B/M
N10X- 134A

Scroll
DC 

Motor
Copper & 

Fin
DC 

Motor
Aluminum 

& Fin



2. System Instruction 

2

2.1 Product Outlook 

13.4HP 71/90/105

13.4HP 120/140/160



2. System Instruction 

2.2 Functional Part

3

13.4HP 71/90

11

12

15

13

14

17

18



2. System Instruction 

2.2 Functional Part

4

13.4HP 105

4

8

11

12
13

15

14

17

18



2. System Instruction 

2.2 Functional Part

5

13.4HP 120/140/160

11

12 13

15

14

16

18



2. System Instruction

2.2 Functional Part

6

No. Symbol Part Name Major function

1
OD 

Motor
Outdoor  fan motor Used todrive the fan.  

2 OD Fan Outdoor  fan Used tohelp heat exchange.  

3 HPS High pressure switch
Used to high pressureprotection when up to 580psig 
and recovery when below to 435psig.

4 DTS
Compressor discharge temperature
Switch

Used to compressordischargetemperature protection.

5 Comp. Compressor Provides power for refrigerant circulation.

6 / Outdoor Coil Heat exchange with outdoor air.

7 RV Reversing Valve Usedto switch mode between cooing and heating.

8 FPA Fusible piugassembly
Usedto high suction temperature protection when up 
to 172.4ɭ.

9 LPS Low pressure switch
Used to low pressureprotection when below to 
14.5psig and recovery when up to 31.9psig.

10 / Accumulator Prevent liquid refrigerant from entering the compressor.

11 T4 Ambienttemperature sensor Used to ambientprotection and defrost control.

12 T3 Outdoor coil temperature sensor
Used to dischargetemperature protection and Fan 
control in cooling mode, and defrost control.

ID 
Motor

ID 
Motor

Indoor  fan motor Used tohelp heat exchange.  

14 ID Fan Indoor  fan Used tohelp heat exchange.  

15 / Throttlê orificẽ Used for refrigerant throttling and pressure reduction

16 / R454B Refrigerant Sensor Used to detect refrigerant leakage

17 / Wind pressure switch

Usedto detect the pressure difference between the 
wind wheel and the electronic control chamber,to
determine whether the indoor airflow meets the 
requirements of electrical heater.

18 / Indoor unit Coil Heat exchange with indoor air.



2. System Instruction

2.3 Refrigerant Flow Chart

Cooling Operation/Defrost Operation
High pressure gas
High pressure liquid
Low pressure

Heating Operation
High pressure gas
High pressure liquid
Low pressure

7



3. Function and Control

8

PART 3  CǳƴŎǘƛƻƴ ŀƴŘ /ƻƴǘǊƻƭ       ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  у

3.1 CǳƴŎǘƛƻƴ DŜƴŜǊŀƭ   ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  ф
оΦмΦм ¦ƴƛǘ {ƘǳǘŘƻǿƴ /ƻƴǘǊƻƭ      ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΦΧ мл
оΦмΦн ¦ƴƛǘ {ǘŀƴŘōȅ /ƻƴǘǊƻƭ       ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΦΧ мл
оΦмΦо ¦ƴƛǘ bƻǊƳŀƭ hǇŜǊŀǘƛƻƴ   ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧ  мм
оΦмΦп ¦ƴƛǘ {ǇŜŎƛŀƭ /ƻƴǘǊƻƭ    ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΧ  мс
оΦмΦр ¦ƴƛǘ ǎǘŀǘǳǎ /ƻŘŜ    ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΧΧ  мс
оΦмΦс /ƘŜŎƪ ŀƴŘ CƻǊŎŜ CǳƴŎǘƛƻƴ   ΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΧΧ  мт
оΦмΦт Cŀǳƭǘ ƻŦ aŀƛƴ .ƻŀǊŘ    ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΧ  му
оΦмΦу ¦ƴƛǘ tǊƻǘŜŎǘƛƻƴ /ƻƴǘǊƻƭ ƻǊ wŜǎǘŀǊǘ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΧΧΧΧΧ  мф
оΦмΦф ¦ƴƛǘ Cŀǳƭǘ /ƻƴǘǊƻƭ ƻǊ wŜǎǘŀǊǘ      ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΦΧΦ  нм



3. Function and Control

3.1 Function General

9

3.1.1 Unit shutdown control̔
Ɩ Protection shutdown
Ɨ System stops

3.1.2 Unit standby control̔
Ɩ Standby control
Ŷ Compressorcontrol 
ŷ Outdoor fan control
Ÿ Indoor fan control

3.1.3 Unit normal operation̔
Ɩ List of functions in normal 

operation
Ɨ Reversing valve control
Ƙ Outdoor fan control
ƙ Conditions for indoor blower to 

start
ƚ Forced high  speed operation
ƛ Wind pressure switch control
Ɯ Electric heating control

3.1.8 Unit protection control or restart
Ɩ T3  Protection in cooling
Ɨ T5(Discharge Temp.) Protection
Ƙ Low Pressure Switch Protection
ƙ Ambient temperature limitation in cooling
ƚ Ambient temperature limitation in heating

3.1.4 Unit special control̔
Ƙ [dF] Defrost control

Normal Protection

3.1.7 Fault of Main board Fault
Module board
Ɩ E3
Ɨ E4
Ƙ E8
ƙ E9
ƚ P2
ƛ P4
Ɯ P5
Ɲ AL
ƞ H0
Ɵ n1X-n6X

Fault of Main board

3.1.5 Unit status Code̔

3.1.9 Unit fault control or restart
Ɩ T3 sensor not reading correctly
Ɨ T4 sensor not reading correctly
Ƙ LPC open
ƙ Capacity setting no set
ƚ R110 resistor or drive chip software fault
ƛ Communication fault between drive chip 

and main control chip
Ɯ Fan drive fault
Ɲ Abnormal signal
ƞ Refrigerant leakage fault in unit 
Ɵ A2L refrigerant sensor fault 

A2L sensor communication fault 
A2L sensor over service life in unit

3.1.6 CHECK and FORCE button̔

Controlboard
ŵ 3FLASH/CYCLE
Ŷ 4FLASH/CYCLE
ŷ KEEP FLASHING
Ÿ 8FLASH/CYCLE

Note: 
Module board used to control the hole unit function for 24/30/36K,only control the outside function for 
42/48/60K.
Control board used to control the inside function for 42/48/60K.



3. Function and Control

3.1.1 Unit shutdown control

10

(1) Standby control
When compressor stopped, the outdoor fan would stop immediately.
Before compressor start, the outdoor fan motor will run at least 15 seconds.

(2) Compressor control will steady 
²ƘŜƴ ǘƘŜǊŜ ƛǎ ƴƻ ά¸έ ǎƛƎƴŀƭΣ ǘƘŜ ŎƻƳǇǊŜǎǎƻǊ ǿƛƭƭ ǎǘƻǇ Σ LŦ ǘƘŜ ǎǘŀƴŘōȅ ǘƛƳŜ ƛǎ ƳƻǊŜ ǘƘŀƴ о ƳƛƴǳǘŜǎΣ ǘƘŜ 
ŎƻƳǇǊŜǎǎƻǊ ǿƛƭƭ ǎǘŀǊǘ ŀŦǘŜǊ ǊŜŎŜƛǾƛƴƎ ά¸έ ǎƛƎƴŀƭΦ

(3)Outdoor fan control
²ƘŜƴ ǘƘŜǊŜ ƛǎ ƴƻ ά¸έ ǎƛƎƴŀƭΣ ǘƘŜ ƻǳǘŘƻƻǊ Ŧŀƴ ǿƛƭƭ ǎǘƻǇΣ ²ƘŜƴ ǘƘŜǊŜ ƛǎ ά¸έ ǎƛƎƴŀƭΣ ǘƘŜ ƻǳǘŘƻƻǊ Ŧŀƴ ǿƛƭƭ ǎǘŀǊǘΦ

(4) Indoor fan control
When there is no operation signal, the indoor fan will stop after a delay of 90 seconds, and when there is a 
operation signal, the indoor fan would start immediately.

3.1.2 Unit standby control

ſ Unit protection shutdown
To protect the unit, our system will shut down when there is something abnormal.  Also the LED 1(Red) 

DSP of module board and LED 2(GREEN) of control board would show the fault code when fault present.

ƀ Thermostat satisfied shutdown
Anytime system is in unit standby, LED 1 (Red) of module board will flash slowly (2s ON /2s off), DSP 

ǿƻǳƭŘ ǎƘƻǿέττέ 



3. Function and Control

3.1.3 Unit normal operation
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(1) List of functions in normal 

(2) Reversing valve control  control

¢ƘŜ ƘŜŀǘ ǇǳƳǇ ƴŜŜŘ ά.έ ǎƛƎƴŀƭ ƻŦ нп± ǿƛǊŜǎΦ
ǻCooling: 

The reversing valve is off during cooling.
ǻHeating: 

The reversing valve is on during heating and heating standby.       

Symbol Part Name Control status

Comp. Compressor ON

RV TheReversing Valve OFF

OD Fan Outdoorfan motor 10 speeds ECM Motor controlled by T3.

ID Fan Indoor fan motor ON

[Cooling]

Symbol Part Name Control status

Comp. Compressor ON

RV TheReversing Valve ON

OD Fan Outdoorfan motor 10 speeds ECM Motor controlled by T3.

ID Fan Indoor fan motor ON

[Heating]

Symbol Part Name Control status

Comp. Compressor ON

RV TheReversing Valve OFF

OD Fan Outdoorfan motor OFF

ID Fan Indoor fan motor ON

[Defrost]



3. Function and Control

3.1.3 Unit normal operation

12

(3) Outdoor Fan control

Initial  
speed

Keeping speed

+1 speed

-1 speed

T3җ97 ɭ

T3<80.6 ɭ

[Cooling]

Note: ¤1 speed/25 seconds,10 speeds ECM motor. 

[Heating]

Initial  
speed

Keeping speed

+1 speed

-1 speed

T3<41 ɭ, keeping speed 2min
OR 
T3Җ35.6ɭ, keeping speed 25s

T3>48.2ɭ
T4>68ɭ
Keeping speed 2min

Note: 10 speeds ECM motor. 



3. Function and Control
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3.1.3 Unit normal operation

(4) Conditions for indoor blower to start

When the following conditions are met, the blower will starts.

Note: Refrigerant leakage protection mode  
include refrigerant leak detected or any 
failure of the refrigerant sensor occurs.
When refrigerant leakage protection mode 
=on, the blower runs at the highest speed.

Blower operation permit 
=off

Blower operation 
permit =on

None of the above 
conditions are met

or

G=on

Y1=on

Y2=on

W1=on

W2=on

Refrigerant leakage protection mode =on (For 42\48\60K)

(5) Forced high  speed operation

For 30\36\42\48\60K when there is electric heating start signal, the blower is forced to run at 
high speed.

Forced high speed 
mode=off

Forced high speed 
mode=on

or W1=on

W2=on

and
W1=off

W2=off

Electric heating stage җ 1 stage



3. Function and Control
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3.1.3 Unit normal operation

(6) Wind pressure switch control̂ For 24\ 30\ 36K̃

Wind pressure switch = on

Wind pressure switch = off

The indoor airflow extremely low
̂Җ600SCFM̃

Note: The wind pressure switch can only use the factory model.

W signal = off
Electric heating stop working

Theindoor airflow backto normal
̂җ690SCFM̃



3. Function and Control

(7) Electric heating control

15

3.1.3 Unit normal operation

Electric heating= 0 stage

Electric heating = 1 stage

Electric heating = 2 stage

or
W1= on for 5s

W2= on for 5s

and
W1= off for 5s

W2= off for 5s

W2= on for 5s W2= off for 5s

Electric heating =off Electric heating =on

or W1=on

W2=on

and W1=off

W2=off

W=on

W=off

From module board

Notes̔ W signal is from Frommodule board equal to W1 signal, W1/W2 is from Thermostat



3. Function and Control

3.1.4 Unit special control

ſ [dF] Defrost control

ǻ The Demand Defrost Control (DDC) monitors the ODU coil temperature using thermistor (T3). 
A second thermistor (T4) monitors outdoor ambient temperature. Based on these parameters, 
as well as accumulative running time and Standby time, the DDC calculates proper initiation of 
defrost.

ǻAny one of three conditions is required to enter defrost:
1. After T3 is achieved.

--T3<32ɭ and lasted for 60 minutes(50 minutes for 42/48K/60K)
--wǳƴ ƘŜŀǘƛƴƎ ƳƻŘŜ ŦƛǊǎǘ ǘƛƳŜ ƻǊ έ{ǘŀƴŘōȅ ǘƛƳŜέ ƛǎ н ƘƻǳǊǎΣ ¢оғнуɭ when starting and lasted 

for 15 minutes
2. After T4 is achieved.

--T4<37.4ɭ and lasted for 65 minutes(55 minutes for 42/48K/60K)
3. When defrost ended because of compressor stop running,startheating mode again and T3 

T3<32ɭ and lasted for 20 minutes.
4. T4җ21.2ɭ,T3̖ 30.2ɭ,and T3̖ 17.6+33.44XT4ɭ lasted for 3 minutes ,and compressor keep        

runningҗ40minutes.

16

3.1.5 Unit status Code

Code Description

- - Standby

-C Cooling mode

-H Heating mode

FC Forced cooling mode

dF Defrosting mode

CH Abnormalsignal

DSP: Two-digits digital tube shows the operating status. Shows operation 
mode when operating normally, shows error code when error occurs

Signal B Y W

Status

(1 for ON;

0 for OFF)

0 1 1

1 0 1

0 0 1

bƻǘŜΥ CƻǊ ά/Iέ ŎƻŘŜΣ ƛǘ ƳŜŀƴǎ ǘƘŜ ǎƛƎƴŀƭ ǿƛǊŜ ŦǊƻƳ ŎƻƴǘǊƻƭ ōƻŀǊŘ ǘƻ ƳƻŘǳƭŜ ōƻŀǊŘ 
ƛǎƴΩǘ ŎƻƴƴŜŎǘŜŘ ŎƻǊǊŜŎǘƭȅΦ ¢ƘŜ ŦƻƭƭƻǿƛƴƎ ŎƻƴŘƛǘƛƻƴ Ƴŀȅ ŎŀǳǎŜ ǘƘƛǎ ŎƻŘŜΦ  



3. Function and Control

3.1.6 Check and Force Function
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ǻForce button 
[ƻƴƎ ǇǊŜǎǎ άCƻǊŎŜέ ŀǘ ƭŜŀǎǘ с ǎŜŎƻƴŘǎ ŀƴŘ ŜƴǘŜǊ 5ŜŦǊƻǎǘ ƳƻŘŜ

{ƘƻǊǘ ǇǊŜǎǎ άCƻǊŎŜ έ ŀƴŘ ŜƴǘŜǊ CƻǊŎŜ /ƻƻƭƛƴƎ ƳƻŘŜ 

ǻCheck button
¢ƻ ŘƛǎǇƭŀȅ ǎȅǎǘŜƳ ǇŀǊŀƳŜǘŜǊǎΣ ǇǊŜǎǎ ǘƘŜ ά/ƘŜŎƪέ ōǳǘǘƻƴ ǘƻ ƛƴŘŜȄ ǘƘǊƻǳƎƘ ǘƘŜ ǎŜǊƛŜǎ ƻŦ 
parameters available. 
¢ƘŜ ŦƛǊǎǘ ǘƛƳŜ ȅƻǳ ǇǊŜǎǎ ǘƘŜ ά/ƘŜŎƪέ ōǳǘǘƻƴΣ ƛǘ ǿƛƭƭ ŘƛǎǇƭŀȅ ǘƘŜ ǎŜǉǳŜƴŎŜΣ ŀƴŘ ŀŦǘŜǊ м ǎŜŎƻƴŘ ƛǘ 
will display the value of the 
ǇŀǊŀƳŜǘŜǊΦ LŦ ȅƻǳ ǇǊŜǎǎ ǘƘŜ ά/ƘŜŎƪέ ōǳǘǘƻƴ ŀƎŀƛƴΣ ƛǘ ǿƛƭƭ ŘƛǎǇƭŀȅ ǘƘŜ ƴŜȄǘ ǎŜǉǳŜƴŎŜΦ 
After 30 seconds on same parameter, the display will revert back to normal status.



3. Function and Control

3.1.7 Fault of Main board̔
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No. Protectioncode Protectioncontrol description PossibleReason

1 E3 T3 sensor fault T3 sensor is short circuit or open circuit

2 E4 T4 sensor fault T4 sensor is short circuit or open circuit

3 E8 Capacity setting no set
Capacity setting(SW2) isn't set/Program 
error/Module board is failure

4 E9
R110 resistor or drive chip software 
fault

Fan is failure/Moduleboard is failure

5 P2 LPC protection
{ǇŜŜŘ ƳŜǎǎŀƎŜ ƛǎƴΩǘ ǿǊƻǘŜ ƛƴmodule
board

6 P4 Discharge temperature protection
High temperature and overload/Throttle 
blockage/Charging leakage (low 
refrigerant)/DTS fault

7 P5 T3 high-temperature protection
High temperature and overload/Poor heat 
exchange on condensing side/T3 fault

8 AL Ambient temperature limitation
Ambient temperature is out of the 
range/There are other cooling sources 
around T4

9 H0
Communication fault between drive 
chip and main control chip

Program error/Moduleboard is failure

10 n1X-n6X Fan drive fault
Wiring error/Fan is failure/Moduleboard 
is failure

No. LEDlight flash Faultcodedescription Supposedcause

1 3FLASH/CYCLE A2L REFRIGERANT SENSOR FAULT A2L sensor fault 

2 4FLASH/CYCLE
A2L REFRIGERANT SENSOR 
COMMUNICATION FAULT

Wiring error/ A2L sensor 
fault 

3 KEEP FLASHING REFRIGERANT LEAK PROTECTION Refrigerant leak

4 8FLASH/CYCLE A2L SENSOR OVER SERVICE LIFE
Refrigerant sensors are 
used for more than 15 
years

ſModule board

ſ Control board
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3.1.8 Unit protection control or restart̔

ſ T3 Protection in cooling

ƀ T5(Discharge Temp.) Protection

Normal operation

Protection status

T3 sensor ƌ143.6 ɭ

Digital tube showsέtрέ

Normal operation

Protection status

T5 sensorƌ239 ɭ

Ɓ Low Pressure Switch Protection

Normal operation

Protection status

T3 sensor <125.6 ɭ

Digital tube showsέtпέ

T5 sensor <167 ɭ

LPS <14.5 psi LPS >32 psi

Digital tube showsέtнέ
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3.1.8 Unit protection control or restart̔

(4) Ambient temperature limitation in cooling

System standby

Protection status

T4 sensor ƌ41 ɭ

Digital tube showsέ![έ

T4 sensor <32 ɭ

(5) Ambient temperature limitation in heating

System standby

Protection status

T4 sensor ƌ5 ɭ

Digital tube showsέ![έ

T4 sensor <-0.4ɭ

(6) High Pressure Switch Protection

Normal operation

System standby Digital tube showsέ- -έ

HPS 580 psi HPS 435psi
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3.1.9 Unit fault control or restart̔

ſ T3 sensor not reading correctly

ƀ T4 sensor not reading correctly

21

Normal operation

T3 is seated fault 
standby and restart

Digital tube showsέ9оέ

Normal operation

T4 is seated fault 
standby and restart

Digital tube showsέ9пέ

Ɓ LPC open

Normal operation

LPC is seated fault 
standby and restart

Digital tube showsέtнέ

Automatic restart

Automatic restart

T3 is shorted or open

T4 is shorted or open

LPC is opened when the 
compressor is power off

Automatic restart
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Ƃ Capacity setting no set

3.1.9 Unit Fault control or restart ̔

Normal operation

System standby

Capacity setting(SW2) isn't set
Program error
Module board is failure

Digital tube showsέ9уέ

(5) Module board or drive chip software fault

Normal operation

System standby

Fan is failure
Module board is failure

Digital tube showsέ9фέ

(6)Communication fault between drive chip and main control chip

Normal operation

System standby

Communication between drive chip 
and main control chip

Digital tube showsέIлέ
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3.1.9 Unit Fault control or restart ̔

(7) Fan drive fault

Normal operation

System standby

Wiring error
Fan is failure
Module board is failure

Digital tube showsέƴм·-ƴс·έ

(8) Abnormal signal

Normal operation

Digital tube showsέ/Iέ
Keep running

The signal wire from module board to 
ŎƻƴǘǊƻƭ ōƻŀǊŘ ƛǎƴΩǘ ŎƻƴƴŜŎǘŜŘ 
correctly as bellow̔

Signal B Y W

Status

(1 for ON;

0 for OFF)

0 1 1

1 0 1

0 0 1



3. Function and Control

24

3.1.9 Unit Fault control or restart ̔

(10)A2L refrigerant sensor fault (A2L sensor)

Standby or operation 

Refrigerant sensor fault  
standby 

The LED1(GREEN) of control 
board outputting the fault 
άоC[!{Iκ/¸/[9έ

A2L refrigerant sensor is fault A2L refrigerant sensor is 
normal

(11)A2L sensor communication fault (A2L sensor)

Standby or operation 

Refrigerant sensor fault  
standby 

The LED1(GREEN) of control 
board outputting the fault 
άпC[!{Iκ/¸/[9έ

A2L sensor communication 
is abnormal

A2L sensor communication is 
normal

(9) Refrigerant leakage fault in control board 

Standby or operation 

The LED1(GREEN) of 
control board outputting 
ǘƘŜ Ŧŀǳƭǘ άY99t C[!{ILbDέ

The concentration 
value emitted by the 
A2L sensor for 4 
seconds is greater than 
or equal to 10%LFL

The concentration value 
emitted by the A2Lsensor 
for 5 minutes is less than 
10%LFL

ŵYsignal=OFF, unit stops 
ŶW signal=OFF, electrical heater stops
ŷPSC Unit: Blower speed ---high stage and mid stage alternates every 9 seconds

ECM Unit: Blower speed = MAX (2.5/3/5 Ton=5 stage)
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3.1.9 Unit Fault control or restart ̔

Standby or operation 

over service life of A2L 
sensor in control board 
standby 

The LED1(GREEN) of control 
board outputting the fault 
άуC[!{Iκ/¸/[9έ

A2L sensors are used 
for more than 15 

years

(12)  A2L sensor over service life in control board

If a leak is detected, follow safety procedures̔Immediately evacuate all persons from the room or space, and 
contact the qualified licensed service personnel to advise them that the refrigerant R454B (A2L class flammable 
refrigerant) leak has occurred.

WARNING

The installation of the refrigerant leakage sensor shall allow access for checking, repair or replacement by an 
authorized person.

WARNING



4. Field settings

PART 4 Field settings    ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  нс
4.1   tǊŜ hǇŜǊŀǘƛƻƴ   ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  нт
пΦмΦм /ƘŜŎƪǎ ōŜŦƻǊŜ ¢Ŝǎǘ hǇŜǊŀǘƛƻƴ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  нт
пΦмΦн /ƻƴǘǊƻƭ ǿƛǊƛƴƎ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  ну
пΦмΦо {ŜǘǘƛƴƎ ōȅ 5Lt ǎǿƛǘŎƘŜǎ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  нф
пΦмΦп ¢ǳǊƴ ǇƻǿŜǊ ƻƴ    ΧΧΧΦΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  он
пΦн    ¢Ǌƛŀƭ hǇŜǊŀǘƛƻƴ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  оо
пΦнΦм ¢Ǌƛŀƭ hǇŜǊŀǘƛƻƴ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΧΧ  оо
пΦнΦн wŜŦǊƛƎŜǊŀƴǘ vǳŀƴǘƛǘȅ /ƘŜŎƪ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΧΧ  оп
пΦнΦо 9ȄǘŜǊƴŀƭ {ǘŀǘƛŎ tǊŜǎǎǳǊŜ {ŜǘǳǇ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΦΦΧΧΧ  ор
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4. Field settings

4.1 Pre-operation

No. Checkpoints Cautions or warnings

1 Are all units securely installed?
Dangerous forturning over during storm
Possible damage to pipe connections

2
Is the earth wire installed according to the applicable 
local standard?

Dangerous if electric leakage occurs

3
Are the condenser unit installed according tolocation 
restrictions requirement?

Poor capacity
abnormal operation

4 Are all air inlets and outlets of unit unobstructed?
Poor cooling
Poor heating

5 Does the drain flowout smoothly? Pipeline water leak

6
Have the connections been checked for air tight test 
and vacuum drying?

Poor capacity
abnormal operation

7 Isa proper quantity of refrigerant charged?
Poor capacity
abnormal operation

8
Dothe supply power wirings connected Normally? 
Including the earth wiring.

Dangerous if electric leakage occurs

9
Does the earth leakagecircuit breaker connected 
normally?

Dangerous if electric leakage occurs

10
Do the wirings of 24Vsignal  connected according to 
wiring diagram? Including the thermostat wiring and 
setting.

abnormal operation

11
Is the supply voltage conform to the specifications on 
the nameplate?

abnormal operation
Damage unit

12
Are the cable sizes as specified and according to local
regulations?

Damage of cables

4.1.1 Checks before test operation
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4. Field settings

4.1 Pre-operation

4.1.2 Control wiring

Note: B signal need thermostat programming  
settings.

28



4. Field settings

4.1 Pre-operation

4.1.3 Setting by DIP switches

29

FOR 24/30/36K



4. Field settings
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4.1 Pre-operation

4.1.3 Setting by DIP switches
FOR 42/48K



4. Field settings
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4.1 Pre-operation

4.1.3 Setting by DIP switches
FOR 60K



4. Field settings

4.1.4 Turn power on

Settings of the package

Supply power to the package

Set system thermostat ON
Note:
Be sure to turn the power on 1 hour 
before starting operation when the 
ambient temperature is below 70ɭ

Set system thermostat OFF

Note:
Make field setting if needed.
(For the setting procedure, refer to 
ƛƴŦƻǊƳŀǘƛƻƴ ƛƴ άпΦмΦо {ŜǘǘƛƴƎ ōȅ 5Lt 
ǎǿƛǘŎƘŜǎέύ

Note:
In a normal condition, the LED1 flesh slowly 
(2S ON/2S OFF) and LED2 steady on.

Check for normal operations
Note:
Check operations 
Check for the 24V signal from thermostat
Check for operation mode
Check for the digital display shows the  
compressor frequency

32

4.1 Pre-operation



4. Field settings

4.2.1 Trial Operation

Step 1
Put on the power of the package.

Step 3
Wait the Unit operating at last 10 minutes and check if 
the outlet temperature is suitable. 

Step 2
Set the Thermostat to cooling mode. 

Step 4
Set the Thermostat to heating mode

33

4.2 Trial Operation

Step 5
Wait the Unit operating at last 10 minutes and check if 
the outlet temperature is suitable. 
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4.2.2 Refrigerant Quantity Check

The appliance has been filled with refrigerant, and the system does not need to re-add refrigerant except for 
maintenance.

Model 24K 30K 36K 42K 48K 60K

Refrigerant Type R454B R454B R454B R454B R454B R454B

Refrigerant 
Factory Charged

1750g 1650g 1700g 2700g 2750g 2700g

3lb-14oz 3lb-10oz 3lb-12oz 5lb-15oz 6lb-1oz 5lb-15oz

If need to add refrigerant to appliance, refrigerant can be charged according to the prototype nameplate or the 
following table.
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4.2.3 External Static Pressure Setup

To measure external static pressure:

1. Measure the supply air static pressure and record this positive number.
2. Measure the return air static pressure and record this negative number.
3. The sum of the absolute values of two parameters is equal to the total static pressure.
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4.2.3 External Static Pressure Setup

Airflow performance data at different static pressures and wind ranges(208V):



4. Field settings
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4.2.3 External Static Pressure Setup

Airflow performance data at different static pressures and wind ranges(230V):



PART 5  LƴǘŜƭƭƛƎŜƴǘ ¢ǊƻǳōƭŜǎƘƻƻǘƛƴƎ      ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  оу
5.1     Diagnosis System Introduction   ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  оф
5.1.1  System canôt start  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  оф
рΦмΦн  !ōƴƻǊƳŀƭ ǎȅǎǘŜƳ ƭƻǳŘ ƴƻƛǎŜ ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  пл
рΦмΦо  hǘƘŜǊ ŎƻƳƳƻƴ ƛǎǎǳŜǎ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ пл
5.2 Symptom-ōŀǎŜŘ ¢ǊƻǳōƭŜǎƘƻƻǘƛƴƎ   ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  пм
5.2.1  DSP/LED1 OFF   ΧΦΦΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  пм
5.2.2  System does not start operation(DSP shows ñ--ò) ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ пн
5.2.3  Capacity is low ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  по
рΦо    ¢ǊƻǳōƭŜǎƘƻƻǘƛƴƎ ōȅ aƻŘǳƭŜ ōƻŀǊŘ Cŀǳƭǘ ŎƻŘŜΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΧΧΧΧ  пп
рΦоΦм  ά9оέ ŎƻŘŜ ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  пп
рΦоΦн  ά9пέ ŎƻŘŜ ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  пр
рΦоΦо  άtрέ ŎƻŘŜ ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  пс
рΦоΦп  ά![έ ŎƻŘŜ ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  пт
рΦоΦр  άtпέ ŎƻŘŜ ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  пу
рΦоΦс  άtнέ ŎƻŘŜ ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  пф
рΦоΦт  ά9фέ ŎƻŘŜ ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  рл
рΦоΦу  άIлέ ŎƻŘŜ ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  рм
рΦоΦф  ά9уέ ŎƻŘŜ ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  рн
рΦоΦмл  άƴм·Ϥƴс·έ ŎƻŘŜ ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  ро
рΦп    ¢ǊƻǳōƭŜǎƘƻƻǘƛƴƎ ōȅ /ƻƴǘǊƻƭ ōƻŀǊŘ Cŀǳƭǘ ŎƻŘŜΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΧΧΧΧΧ  рп
рΦпΦм  άYŜŜǇ ŦƭŀǎƘƛƴƎέ ŎƻŘŜ ΧΧΧΧΦΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  рп
рΦпΦн  άо ŦƭŀǎƘκŎȅŎƭŜέ ŎƻŘŜ ΧΧΧΧΦΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΧΧ  рр
рΦпΦо  άп ŦƭŀǎƘκŎȅŎƭŜέ ŎƻŘŜ ΧΧΧΧΦΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΧΧ  рс
рΦпΦп  άу ŦƭŀǎƘκŎȅŎƭŜέ ŎƻŘŜ ΧΧΧΧΦΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΧΧΧ  рт

5. Intelligent Troubleshooting
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Note: If the fault can not be resolved according to troubleshooting , please contact factory staff for help. 



5. Intelligent Troubleshooting

5.1  Abnormal system status checking guide

5.1.1   System canôt start

System canôt start

Check If power-supply 
Abnormal

Refer to ȍ5.2.1 Ȏ

Remedy defective points

Refer to ȍ5.2.1 Ȏ

Yes

No

Check If DSP 
shows fault code

Refer to ȍ3.1.7Ȏȍ 5.3 Ȏ

Remedy defective points

Refer to ȍ3.1.7Ȏȍ 5.3 Ȏ

Yes

No

Check If DSP shows
ά- -έ

Refer to ȍ 5.2.2 Ȏ

Remedy defective points

Refer to ȍ 5.2.2 Ȏ

Yes

No
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Normal operation

Check If there are 
history fault

Refer to ȍ 3.1.6 Ȏ
ȍ 3.1.7 Ȏȍ 5.3 Ȏ

Remedy defective points

Refer to ȍ 3.1.6 Ȏ
ȍ 3.1.7 Ȏȍ 5.3 Ȏ

Yes

No



5. Intelligent Troubleshooting

5.1  Abnormal system status checking guide

5.1.2   Abnormal system loud noise

Abnormal system loud noise

If outdoor fan motor 
and compressor is abnormal 
Refer toȍ 6.11Ȏȍ 6.12Ȏ

Yes

No

If rise in high pressure
Refer to ȍ 6.1 Ȏ

Yes

No
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Normal operation

5.1.3   Other common issues 

If there is Refrigeration 
cycling blocked

Refer to ȍ6.4 Ȏ

Remedy defective points

Refer to ȍ6.4 Ȏ

If capacity is low
Refer to ȍ5.2.3 Ȏ

Remedy defective points

Refer to ȍ5.2.3 Ȏ

If drop in low pressure
Refer to ȍ6.2/6.3 Ȏ

Remedy defective points

Refer to ȍ6.2/6.3 Ȏ

Remedy defective points

Refer toȍ 6.11Ȏȍ 6.12Ȏ

Remedy defective points

Refer to ȍ 6.1 Ȏ

No

Normal operation

Yes

Yes

Yes

No

Normal operation

No

Normal operation

Check If DSP 
shows fault code

Refer to ȍ3.1.7Ȏȍ 5.3 Ȏ

Remedy defective points

Refer to ȍ3.1.7Ȏȍ 5.3 Ȏ

Yes

No



5. Intelligent Troubleshooting

Issue DSP/LED1(GREEN) of module board OFF

Model All

Faultname /

Classify Power/electricissue

Possible cause ¶Frequently power off andpower on ̂ within 3 minutes̃

¶Abnormalpower input

¶ Abnormalwire connections

5.2.1 DSP/LED1(GREEN) of module board OFF

5.2 Symptom-based Troubleshooting

Troubleshooting
Check for the following 4 points:

ŵIf frequently power off and power 

on(within 3 minutes)

Ŷ If the supply power is normal

ŷ If wiring diagram to insure all wire 

Check If there are 
above conditions

Remedy defective points:

ŵPower off at least 3 minutes  

then power on

ŶThe supply power range 

should be 187V-253V

ŷRefer to wiring diagram to 

insure all wire connections are 

correct.

Yes

No

Replace the  module board

Yes
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Note: 
ŵ to ŵ
Ŷ to Ŷ
------

The same below

Check If compressor or 
motor is shorted to ground 

Refer to ȍ6.10/6.11Ȏ

Replace compressor or 

motor

Check whether 
the power supply 
is short-circuited 

to ground

Replace the power cord

No

Yes

No



5. Intelligent Troubleshooting

Issue System does not start operation(DSPshows ñ--ò)

Model All

Faultname /

Classify Thermostat  fault

Possible cause ¶Thethermostat doesnôt start

¶Wrongwire connections between thermostat and unit

¶Damagedthermostat

¶Module board orcontrol boardis damaged

5.2.2 System does not start operation(DSP shows ñ--ò)

5.2 Symptom-based Troubleshooting

Troubleshooting

42

Check for the following points: 
ŵ¢ƘŜ ǘƘŜǊƳƻǎǘŀǘ ŘƻŜǎƴΩǘ ǎǘŀǊǘ
Ŷ The wire connections are abnormal

Check if there are above
2 conditions

Remedy defective points:
ŵ Start the thermostat
Ŷ Connect the wires correctly 
according to the wiring diagram.

Yes

No

No

Check if HPS failed 
Refer to ȍ6.8Ȏ

Replace the HPS
Refer to ȍ6.8Ȏ

No

Yes

Check if rise in high 
pressure

Refer to ȍ 6.1 Ȏ

Yes
Remedy defective points
Refer to ȍ 6.1 Ȏ

Replace the  module board

Check if there is 18-28Vac between 
Y&C (cooling mode), B&C (heating mode) 

in control board 

No
Replace the thermostat

Yes

Check if the Signal  wires 
connected to module board and control 

board  are abnormal

No

Replace the Signal wires
Yes

Check if there is 18-28Vac 
between Y&C (cooling mode), B&C (heating 

mode) in module board
Replace the control board

No

Yes



5. Intelligent Troubleshooting

Issue Capacity is low

Model All

Name /

Classify Systemfault

Possible cause ¶ Poorheatdissipation inunit

¶Under charged

¶First start

5.2.3 Capacity is low

5.2 Symptom-based Troubleshooting

Troubleshooting

Check for the following 2 points:
ŵ If the airflow is abnormal
Ŷ If there is blocking on filter.

ŵInsufficient airflow or no airflow
ŶVisual check the filter.

If there are 
above 

conditions

Remedy defective 
points

Check for the following 2 points:
ŵIf there is limitation near unit.
ŶIf there is blocking on condenser

If there are 
above conditions

Remedy defective 
points

If introduce 
too much 
fresh air. 

Check for the following 2 points:
ŵAbnormal throttle.
ŶUnder charged
Refer to ȍ6.4 Ȏ

Remedy defective points

Yes

Yes

Yes

No

No

No
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ŵReplace orifice
ŶAdd refrigerant
Refer to ȍ 4.2.2Ȏ



5. Intelligent Troubleshooting

Faultycode DSP shows ñE3ò

Model All

Name T3 sensor not reading correctly in cooling

Classify Systemfault

Possiblecause ¶Faulty T3 sensor

рΦоΦм ά9оέ ŎƻŘŜ

5.3 Troubleshooting by Module board Fault code

Troubleshooting

If T3 failed
Refer to ȍ 6.7 Ȏ

Replace  T3 sensor

No

Yes

44

Replace  Module board

5{t ǎƘƻǿǎ άE3έ



5. Intelligent Troubleshooting

Faultycode DSP shows ñE4ò

Model All

Name T4 sensor not reading correctly in cooling

Classify Systemfault

Possiblecause ¶Faulty T4 sensor

рΦоΦн ά9пέ ŎƻŘŜ

5.3 Troubleshooting by Module board Fault code

Troubleshooting

45

If T4 failed
Refer to ȍ 6.7 Ȏ

Replace  T4 sensor

No

Yes

Replace  Module board

5{t ǎƘƻǿǎ άE4έ



5. Intelligent Troubleshooting

Faultycode DSP shows ñP5ò

Model All

Name T3 sensor temperature is too high

Classify Systemfault

Possiblecause ¶Wronglocation of T3 sensor 

¶Pipe bend or blocking

¶Multi -refrigerant

¶High ambition temp.

рΦоΦо άtрέ ŎƻŘŜ

5.3 Troubleshooting by Module board Fault code

Troubleshooting

46

If there are 
above 

conditions

Replace the pipe

Yes

Check for the following point:
The connection pipe bend or blocking

If ambient temp. 

higher than 

120

Waiting ambient temperature 
dropping

No

No

Yes

Replace  Module board

After operation at least 30 minutes till the 
T3 temp. turn to be stable

No

If rise in high pressure
Refer to ȍ 6.1 Ȏ

Yes
Remedy defective 
points



5. Intelligent Troubleshooting

Faultycode DSP shows ñALò

Model All

Name ambition temperatureis beyond of the scope

Classify Systemfault

Possiblecause ¶ambition temperatureis beyond of the scope

¶Wronglocation of T4 sensor 

рΦоΦп ά![έ ŎƻŘŜ

5.3 Troubleshooting by Module board Fault code

Troubleshooting

If ambient
Temperature is too low

Cooling lower limit: 32ɭ
Heating lower limit: -0.4ɭ

Waiting ambient temp. rising

Yes

47

5{t ǎƘƻǿǎ άALέ

If T4 sensor 
failed

Refer to ȍ6.7Ȏ

Replace the T4 sensor

No

No

Yes

Yes
If there are other heat 

sources around T4
Remove all the other heat sources

Replace the module board

No



5. Intelligent Troubleshooting

Faultycode DSP shows ñP4ò

Model All

Name Compressor discharge temperature swtichprotection

Possiblecause ¶Filter blocked

¶Under charged

¶filter drier restriction

¶Indoor motor stopped abnormally

¶Poor heat exchange on indoor coil (heatingmodẽ

¶Poorheat exchange on outdoor coil̂coolingmode)

5.3.5 άtпέ ŎƻŘŜ

Troubleshooting

If there are 
above 

conditions

ŵCorrect the pipe/filter 
connection
ŶNo need to have 
service

Yes

No

Check for the following point:
ŵConnection pipe bend or blocked, or 

filter restriction 
ŷAmbient temperature beyond 120ɭ

If it is DTS failed
Refer to ȍ 6.10 Ȏ

Replace DTS

Yes

No

If there is 
refrigerant  circle 

blocking
Refer to ȍ 6.4 Ȏ

Remedy defective points

Yes

Replace the 
module board

No

If there is poor heat 
Exchange on high pressure side

Refer to ȍ 6.1 Ȏ

Remedy defective 
points

Yes

No

If under 
charged

Adjust refrigerant 
Refer to ȍ 4.2.2 Charging 
RefrigerantȎ

Yes

No

5.3 Troubleshooting by Module board Fault code

48



5. Intelligent Troubleshooting

Faultycode DSP shows ñP2ò

Model All

Name Low pressure protection

Classify System fault

Possible cause ¶Indoor motor stopped abnormally

¶Poor heat exchange on indoor coil (heatingmodẽ

¶Poorheat exchange on outdoor coil̂coolingmode)

¶Filter/orifice/coil blocked

¶Under charged

рΦоΦс άtнέŎƻŘŜ

5.3 Troubleshooting by Module board Fault code

49

Troubleshooting

If there are 
above 

conditions

ŵCorrect the pipe 
connection

Yes

No

Check for the following point:
Connection pipe bend or blocked 

Low pressure 

switch failed

Refer to ȍ6.9 Ȏ

Replace the pressure 
transducer

Yes

If there is 
Dropping Low 

Pressure
Refer to ȍ6.2/6.3 Ȏ

Remedy defective points

Replace the module board

No



5. Intelligent Troubleshooting

Faultycode DSP shows ñE9ò

Model All

Name DC fan motor fault or Motorcontrol failed

Classify Electric issue

Possible cause ¶Motor control failed

¶Motor failed

рΦоΦт ά9фέ ŎƻŘŜ

Troubleshooting

5.3 Troubleshooting by Module board Fault code

50

5{t ǎƘƻǿǎ άE9έ

Replace the module board

Replace motor
If motor type 

wrong

Yes

No

Correct motor type:

ZKSN-200-10-4L-2



5. Intelligent Troubleshooting

Faultycode DSP shows ñH0ò

Model All

Name Communication fault between drive chip and main control chip

Classify Electric issue

Possible cause ¶Program error

¶Module board is failure

рΦоΦу άIлέ ŎƻŘŜ

Troubleshooting

5.3 Troubleshooting by Module board Fault code

51

5{t ǎƘƻǿǎ άH0έ

Replace the module board



5. Intelligent Troubleshooting

Faultycode DSP shows ñE8ò

Model All

Name No machine type

Classify Electric issue

Possible cause ¶Speedmessage isnôt wrote in main board

¶ Module board is failure

рΦоΦф ά9уέ ŎƻŘŜ

Troubleshooting

5.3 Troubleshooting by Module board Fault code

52

5{t ǎƘƻǿǎ άE8έ

Replace the module board

Set the SW2 switch code 
according to Wiring diagrams

If SW2 switch 
ŎƻŘŜ ƛǎ άллллέ

Yes

No



5. Intelligent Troubleshooting

Faultycode DSP shows ñn1X~n6Xò

Model All

Name DC fan motor fault or Motorcontrol failed

Classify Electric issue

Possible cause ¶Start electromagnetic interference

¶Motor failed

¶Motor control failed

¶Electric issue

рΦоΦмл άƴм·Ϥƴс·έ ŎƻŘŜ

Troubleshooting

5.3  Troubleshooting by Module board Fault code

53

5{t ǎƘƻǿǎ άn1X~n6Xέ

Replace the module board

Reseat the wiring according 
to Wiring diagrams

Check whether DC motor 
wiring isreliably

connected according to 
the wiring diagram

No

Yes

Remove all the barriers
Check whether 
outdoor coil air 

return is blocked 

Yes

Replace the DC motor
Check whether DC motor 
insulation resistance is 
ƎǊŜŀǘŜǊ ǘƘŀƴ мллYʍ

No

Yes

No

Replace the DC motor

Check whether the 
resistance of DC motor 
U2/V2/W2 are normal 

Refer to ȍ6.11Ȏ

No

Yes



5. Intelligent Troubleshooting

5.4  Troubleshooting by Control board Fault code

54

Faulty code Keep flashing

Model All

Name Refrigerant leakage  fault

Classify Refrigerant leakage 

Possible cause ¶Refrigerant leakage 

Troubleshooting

рΦпΦм άKeep flashingέ ŎƻŘŜ

Keep flashing

Replace the R454B sensor
Refer to ȍ7.6Ȏ

Recover refrigerant and 
reweldthe leak point

Check whether the 
refrigerant leakage

Yes

No

Disperse flammable gases
Check whether there 
are other flammable 

gases around

Yes

No



5. Intelligent Troubleshooting

5.4  Troubleshooting by Control board Fault code

55

Faulty code 3 flash/cycle

Model All

Name R454B sensor fault

Classify Sensor fault

Possible cause ¶Sensorsfailed

¶Beyond the normal operating temperature range

Troubleshooting

рΦпΦн ά3 flash/cycleέ ŎƻŘŜ

3 flash/cycle

Replace the R454B sensor
Refer to ȍ7.6Ȏ

No need to have service 

Check whether the ambient 
temperature where the 
refrigerant sensor is 
installed exceeds 140ɭ

Yes

No



5. Intelligent Troubleshooting

5.4  Troubleshooting by Control board Fault code

56

Faultycode 4 flash/cycle

Model IDU

Name R454B sensor communication fault

Classify Electric issue

Possiblecause ¶Refrigerant sensor line connection abnormal: refrigerant sensor signal line is not 

properly plugged (CN26)

¶Refrigerant sensor abnormal: damaged

Troubleshooting

рΦпΦо ά4 flash/cycleέ ŎƻŘŜ

4 flash/cycle

Replace the R454B sensor
Refer to ȍ7.6Ȏ

Reseat the sensor 
according to wiring 
diagram

Check whether R454B 
refrigerant sensor is seated 

and normal ̂ CN26̃

No

Yes



5. Intelligent Troubleshooting

5.4  Troubleshooting by Control board Fault code

57

Faulty code 8 flash/cycle

Model All

Name R454B sensor over service life

Classify Sensor fault

Possible cause ¶Over service

Troubleshooting

рΦпΦп ά8 flash/cycleέ ŎƻŘŜ

8 flash/cycle

Replace the R454B sensor
Refer to ȍ7.6Ȏ
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PART 6  /ƘŜŎƪ   ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  ру
6.1    Check for CausesƻŦ wƛǎŜ ƛƴ IƛƎƘ tǊŜǎǎǳǊŜ    ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  рф
6.2    Check for CausesƻŦ 5ǊƻǇǇƛƴƎ [ƻǿ tǊŜǎǎǳǊŜ ƛƴ /ƻƻƭƛƴƎ     ΧΧΧΧΧΧΧΧΧΧΧΧ  сл
6.3    Check for CausesƻŦ 5ǊƻǇǇƛƴƎ [ƻǿ tǊŜǎǎǳǊŜ ƛƴ IŜŀǘƛƴƎ     ΧΧΧΧΧΧΧΧΧΧΧΧ  см
6.4    Check for CausesƻŦ wŜŦǊƛƎŜǊŀǘƛƻƴ ŎȅŎƭƛƴƎ .ƭƻŎƪŜŘ     ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  сн
сΦр    /ƘŜŎƪ ŦƻǊ aƻŘǳƭŜ .ƻŀǊŘ       ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  со
сΦс    /ƘŜŎƪ ŦƻǊ /ƻƴǘǊƻƭ .ƻŀǊŘ       ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  ср
сΦт    /ƘŜŎƪ ŦƻǊ ¢ŜƳǇŜǊŀǘǳǊŜ {ŜƴǎƻǊ ό¢оκ¢пύ   ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ ст
сΦу    /ƘŜŎƪ ŦƻǊ IƛƎƘ tǊŜǎǎǳǊŜ {ǿƛǘŎƘ όIt{ύ     ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ Χ су
сΦф    /ƘŜŎƪ ŦƻǊ [ƻǿ tǊŜǎǎǳǊŜ {ǿƛǘŎƘ ό[t{ύ       ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ Χ сф
сΦмл    /ƘŜŎƪ ŦƻǊ 5ƛǎŎƘŀǊƎŜ ¢ŜƳǇŜǊŀǘǳǊŜ {ǿƛǘŎƘ ό5¢{ύ    ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧ тл
сΦмм  /ƘŜŎƪ ŦƻǊ hǳǘŘƻƻǊ Cŀƴ aƻǘƻǊ     ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧ  тм
сΦмн  /ƘŜŎƪ ŦƻǊ /ƻƳǇǊŜǎǎƻǊ /ƘŜŎƪ     ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  тн
6.13  Check for indoor PSC unit statusΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧ  то
6.14  Check for indoor ECM unit statusΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧ  тп
сΦмр  /ƘŜŎƪ ŦƻǊ hǳǘŘƻƻǊ Ŧŀƴ ƳƻǘƻǊ {ǇŜŜŘ  ΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΧΧ  тр
6.16  Check for FUSEΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΦΦΧ  тс



6 Check

6.1 Check for Causesof Rise in High PressureCHECK 1

59

Rise in 

pressure

Pressure 

rise by 

location or 

installation

High pipe 

resistance

High 

ambient 

temperature

Bent or crashed pipe

Impurities clogging

High ambient 

temperature

heat 

exchanger 

failure 

result in 

high 

pressure

Outdoor heat 

exchanger 

failure

Indoor heat 

exchanger 

failure

Refrigerant cycle is 

blocked

ȍin coolingȎ

ȍin heatingȎ

ŶRefer to the refrigerant cycle [CHECK 4].

Blocking of outdoor 

exchanger

Blocking of outdoor 

airflow cycle

Outdoor motor 

failure 

Blocking of  indoor 

exchanger

Blocking of indoor 

filter

Indoor motor failure

Excessive refrigerant 

charging

Ŷ Conduct visual checks 

for pipe conditions.

Ŷ Is there more than 2ɭ
before and after the filter or 

pipe?

Ŷ Is the ambient temperature 

lower than 120ɭ?

ŶCheck to be sure the 

outdoor coil is not blocked.

ŶCheck to be sure the 

condenserroof  space Ó60 inch

ŶDoes outdoor motor stop 

working?

ŶCheck to be sure indoor 

coil is not blocked

ŶCheck to be sure indoor 

filter is not blocked

ŶDoes indoor motor stop 

working?

ŶRefer to the refrigerant charging [4.2.2]. 

High indoor 

temperature

ȍin coolingȎ

ȍin heatingȎ

T3 is placed 

incorrectly

ŶConfirm whether T3 is 

placed correctly

Note: 310-380PSIG head pressure is normal for heating in normal conditions operation. The pressure may be as 

high as 440PSIG at 40 outdoor temperature or higher. Start-up or return oil stages during heating.

Outdoor Motor failed ŶRefer to the [6.11]. 

High room 

temperature

High inlet 

temperature

Ŷ Is the room temperature  

higher than 86ɭ?

Ŷ Is the inlet temperature 

higher than 86ɭ?



6 Check

6.2 Check for Causesof Dropping Low Pressure in coolingCHECK 2

60

abnormally 

dropping 

low pressure 

(low 

evaporating 

temperature)

Pressure 

drop by 

location or 

installation

High pipe 

resistance

Low ambient 

temperature

Heat 

exchanger 

failure in 

evaporation 

side

Indoor Heat 

exchanger 

failure 

Blocking of indoor 

exchanger

Blocking of indoor 

filter

Motor stops or 

provide excessive 

low airflow

Extremely lack of 

refrigerant

ŶCheck to be sure the 

indoor coil doesnôt block

ŶCheck to be sure the 

indoor filter doesnôt block

ŶMake sure motor failure  

or provide abnormal 

airflow

Low inlet / 

room 

temperature

ŶRefer to the refrigerant cycle [CHECK 4].

ŶRefer to the refrigerant charging [4.2.2].

Note: 110-140PSIG head pressure is normal in cooling conditions. The value may be lower/higher at 

maximum/minimum/limited frequency of compressor operation . Start-up or return oil stages.

Blocking of  duct 

distribution system

Ŷ Conduct visual checks 

for duct distribution 

system 

Bent or crashed pipe
Ŷ Conduct visual checks 

for pipe conditions.

Refrigerant cycle is blocked

Ŷ Is there more than 2ɭ
before and after the filter or 

pipe?

Impurities clogging

Low ambient 

temperature

Ŷ Is the ambient temperature 

lower than 32ɭ?

Low room 

temperature

Low inlet 

temperature

Ŷ Is the room temperature  

lower than 32ɭ?

Ŷ Is the inlet temperature 

lower than 32ɭ?



6 Check

6.3 Check for Causesof Dropping Low Pressure in heatingCHECK 3

abnormally 

dropping 

low pressure 

(low 

evaporating 

temperature)

Pressure 

drop by 

location or 

installation

High pipe 

resistance

Low ambient 

temperature

Low ambient 

temperature

Heat 

exchanger 

failure in 

evaporation 

side

Outdoor 

Heat 

exchanger 

failure 

Blocking of outdoor 

exchanger

motor stops or 

provide excessive 

lower airflow

Extremely lack of 

refrigerant

Ŷ Is the ambient temperature 

lower than -0.4ɭ?

ŶCheck to be sure the 

outdoor coil doesnôt block

ŶMake sure motor failure 

or provide abnormal 

airflow

Low inlet / 

room 

temperature

Low room 

temperature

Low inlet 

temperature

Ŷ Is the room temperature  

lower than 32ɭ?

Ŷ Is the inlet temperature 

lower than 32ɭ?

ŶRefer to the refrigerant cycle [CHECK 4].

ŶRefer to the refrigerant charging [4.2.2].

Bent or crashed pipe
Ŷ Conduct visual checks 

for pipe conditions.

Refrigerant cycle is 

blocked

Ŷ Is there more than 2ɭ
before and after the filter or 

pipe?

Impurities clogging

61



6 Check

6.4 Check for Causesof Refrigeration cycling blockedCHECK 4

62

Refriger
ation 
cycling 
blocked

Cooling 

mode

The 

evaporator 

coil(indoor)

Orifice is blocked.

The indoor coil  is 

blocked .

Heating 

mode

The 

condenser 

coil (indoor)

The indoor coil is 

blocked .

Ŷ Is there  a proper temperature 

difference before and after the 

orifice?

Ŷ Obvious different appearance 

on indoor coil, for example, frozen. 

The 

condenser 

coil (outdoor)

The outdoor coil is 

blocked .

ŶIs theliquid pressure lower 

100PSIG when running than 

standby?

Å 15-54ɭ temp difference before and after orifice operates

Å Low frequency, small temp difference, dramatic decrease 

of suction pressure at same time

Å Superheat is more than 25-30ɭ at suction service
Å Note: Estimate according to different situation when it 

happens.

General 

check

The 

evaporating 

coil (outdoor)

Orifice is blocked.

The outdoor coil is 

blocked .

Ŷ More than 2  before and 

after the orifice in force mode?

ŶIs theliquid pressure lower 

100PSIG when running than 

standby?

Note: Check at normal and force mode operation, some problems will be more obvious.

High pipe 

resistance

Bent or crashed pipe
Ŷ Conduct visual checks 

for pipe conditions.

Ŷ Is there more than 2ɭ
before and after the filter or 

pipe?

Impurities clogging

Ŷ Obvious different appearance 

on indoor coil, for example, frozen. 

Orifice is blocked.
Ŷ Is there  a proper temperature 

difference before and after the 

orifice?

Å 15-54ɭ temp difference before and after orifice operates

Å Low frequency, small temp difference, dramatic decrease 

of suction pressure at same time

Å Superheat is more than 25-30ɭ at suction service
Å Note: Estimate according to different situation when it 

happens.
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CHECK 5 6.5  Check for Module Board for 24K,30K,36K

4

5
6
7

8
9

10
11
12
13

15
14

19

22

23

24

3
2
2

1

1

16
17

18

20

21

2325

Label Port Code Content Port Voltage

1 CN41/CN42 Earth port 0V

2 CN21/CN29 Power port 208/230V AC

3 CN45 Compressor crankcase heater port(Reserve) 0-24V AC

4 CN18 Indoor fan output port 208/230V AC

5 CN10 24VAC common port 0-24V AC

6 CN25 Compressor contactor control port 0-24V AC

7 CN47 Reversing Valve port 0-24V AC

8 CN23 W1 signal port 0-24V AC

9 SW1 SW1-3 dip switch : defrost logic setting 0-5V DC

10 SW2 Capacity setting 0-5V DC

11 CN12 Conventional 24VAC control  wires port 0-24V AC

12 S1/S2 Force and check 0-5V DC

13 CN8 24 VAC  input port 0-24V AC

14 CN34 Message port 0-5V DC

15 CN28 Low Pressure switch port 0-5V DC

16 CN38 Moduleboard debug port 0-5V DC

17 CN39 T3 sensor port 0-5V DC

18 CN40 T4 sensor port 0-5V DC

19 CN7 Indoor fan motor control port 0-24V AC

20 CN31 W2 signal port 0-24V AC

21 CN5 Discharge temperature switch port 0-5V DC

22 CN35 Motor drive debug port 0-5V DC

23 CN44 Reserve 0-325V DC

24 CN37 DC motor port 0-325V DC

25 / FUSE 208/230V AC
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CHECK 5 6.5  Check for Module Board for 42K,48K,60K

4

5

6

7
8
9
10
11
12
13

15

14

16

17

18

19

32
2

1

1

20

Label Port Code Content Port Voltage

1 CN41/CN42 Earth port 0V

2 CN21/CN29 Power port 208/230V AC

3 CN45 Compressor crankcase heater port (Reserve) 0-24V AC

4 CN10 24VAC common port 0-24V AC

5 CN25 Compressor contactor control port 0-24V AC

6 CN47 Reversing Valve port 0-24V AC

7 SW1 SW1-3 dip switch : defrost logic setting 0-5V DC

8 SW2 Capacity setting 0-5V DC

9 S1/S2 Force and check 0-5V DC

10 CN34 Message port 0-5V DC

11 CN28 Low Pressure switch port 0-5V DC

12 CN38 Moduleboard debug port 0-5V DC

13 CN39 T3 sensor port 0-5V DC

14 CN40 T4 sensor port 0-5V DC

15 CN7 Conventional 24VAC control  wires port 0-24V AC

16 CN5 Discharge temperature switch port 0-5V DC

17 CN35 Motor drive debug port 0-5V DC

18 CN44 Reserve 0-325V DC

19 CN37 DC motor port 0-325V DC

20 / FUSE 208/230V AC
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CHECK 6 6.6  Check for Control Board

2

3 4 5

7 98

1

6

PCB Board for PSC motor (FOR 42/48K)

Label Port Code Content Port Voltage

1 CN36 Thermostat wire connections 0-24V AC

2 CN14 Module boardcontrol port 0-24V AC

3 CN11 Heating kit control port 0-24V AC

4 CN33 Transformer output 0-24V AC

5 CN34 Alarm connection (Reserve) 0-12V AC

6 CN26 R454B refrigerant sensor port 0-5V AC

7 CN17 Indoor fan motor control port 208-230V AC

8 CN8 Power in (L2) 208-230V AC

9 CN7 Power in (L1) 208-230V AC

10 / FUSE 208-230V AC

10
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CHECK 6 6.6  Check for Control Board

PCB Board for ECM motor (For 60K)

2

3 4 5 6

8 10 12 14 1613 15

1

7 9 11

Label Port Code Content Port Voltage

1 CN36 Thermostat wire connections 0-24V AC

2 CN14 Module boardcontrol port 0-24V AC

3 CN11 Heating kit control port 0-24V AC

4 CN30 Communication port (Reserve) 0-5V AC

5 CN33 Transformer output 0-24V AC

6 CN34 Alarm connection (Reserve) 0-12V AC

7 CN13 EEV port (Reserve) 0-12V AC

8 CN26 R454B refrigerant sensor port 0-5V AC

9 CN3 T2B sensor port (Reserve) 0-5V AC

10 CN2 T2 sensor port (Reserve) 0-5V AC

11 CN1 T1 sensor port (Reserve) 0-5V AC

12 CN35 Indoor fan motor control port 0-24V AC

13 CN7 Power in (L2) 208-230V AC

14 CN12 Power in (L2) 208-230V AC

15 CN8 Power in (L1) 208-230V AC

16 CN15 Power in (L1) 208-230V AC
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6.7 Check for Temperature Sensor̂T3/T4̃CHECK 7
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Check temp transducer̂ T3/T4̃̔
/ƻƳǇŀǊŜ ǘƘŜ ǘŜƳǇŜǊŀǘǳǊŜ ŎƘŜŎƪŜŘ ό¢оκ¢пύΣ ƛǘΩǎ ƴƻǊƳŀƭ ƛŦ ǘƘŜ ǘŜƳǇŜǊŀǘǳǊŜ ŘƛŦŦŜǊŜƴŎŜ ǿŀǎ ǿƛǘƘƛƴ мрɭ
when standby.

Normal Work well
Yes

No

Resistance in thermistor 
beyond the chart
Refer to ȍ 7.5 Ȏ

Replace sensor

Yes

No

Replace the module board

When power off and sensor unplugged

Note̔ low probability, 

caution in handling

Ambient 
temp below   

-0.4ɭ?

Out of operating 

range. Do nothing 

Yes

No

T3/T4: 77ɻ --10Kɋ
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6.8 Check for High Pressure SwitcĥHPS̃CHECK 8
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High Pressure Switch ̔
Whether the switch can start normally when start the machine

Start 
normally

Work well
Yes

No

High pressure 
switch secure, 
wiring damaged

Reconnect/fix 

the wiring 

damages

Yes

No

R̘ 1ʍ
abnormal pressure 

switch, replace it

Yes

When power off and  pull up

Replace the module board

No

Note: low probability, caution 

in handling

Note: 
Normal high pressure switch 
opens above 580PSIG, resets 
below 435PSIG.
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6.9 Check for Low Pressure SwitcĥLPS̃CHECK 9
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Low Pressure Switch ̔
Whether the switch can start normally when start the machine

Start 
normally

Work well
Yes

No

High pressure 
switch secure, 

wiring damaged?

Reconnect/fix 

the wiring 

damages

Yes

No

R̘ 1ʍ
abnormal pressure 

switch, replace it

Yes

When power off and  pull up

Replace the module board

No

Note: low probability, caution 

in handling

Note: 
Normal high pressure switch 
opens below 14.5PSIG, resets 
above 31.9PSIG.
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6.10 Check for Discharge Temperature SwitcĥDTS̃CHECK 10

70

Discharge Temperature Switch ̔
Whether the switch can start normally when start the machine

Start 
normally

Work well
Yes

No

Discharge 
Temperature Switch  

secure,wiring
damaged?

Reconnect/repair 

the damaged wiring

Yes

No

R̘ 1ʍ
abnormal pressure 

switch, replace it

Yes

When power off and  pull up

No

Note: 
Normal discharge temperature switch 
opens above 239ɭ, resets below 167ɭ.

Replace the module board Note: low probability, caution 

in handling
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6.11 Check for Outdoor fan motorCHECK 11
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Outdoor fan motor̔
Whether fan can start normally

Normal? Work well
Yes

No

motor winding
abnormal

Motor replace
Yes

No

If the ground 
resistance is 
abnormal

Motor replace

Yes

Resistance ̂ɋ̃ 100W/200W

Between U and V <36

Between V and W <36

Between W and U <36

Between U/V/W 
and ground

>10M

No

When power off̆ after 

3minutes and unplugged

No

If the motor 
current is 
abnormal

Motor replace 
Yes

If the current is pulsating 
violently or abnormally 
ōŜȅƻƴŘ ǘƘŜ ά.έ ǾŀƭǳŜ

Motor output̂W̃ B(A)

200 <2.2

Check If DSP 
shows fault code
Refer to ȍ3.1.7Ȏ
ȍ 5.3 Ȏ

Yes
Remedy defective 

points

No

Replace the module board Note: low probability, caution 

in handling



For Scroll compressor, supply wring is unitary, you can check it with colour(Red for L1, 
Black for L2, White for S) 
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6.12 Check for CompressorCHECK 12

72

Compressor̔
Whether compressorcan start normally

Normal? Work well

Yes

No

Normal 
compressor 
winding?

Compressor replace
No

Yes

If the ground 
resistance is 

normal?
Compressor replace

No

Resistance ̂ɋ̃ Rotary Scroll

Between R and C
εL1 and L2ζ

<2 <2

Between C and S
(L1 and S)

<2 <1

Between R and S
(L2 and S)

<4 <1

Between U/V/W 
and ground

>10M >10M

If the 
compressor 

current is normal
Compressor replace

No

Yes

When power off̆ after 

3minutes and unplugged

L2L1

Model 2Ton 2.5Ton 3Ton 3.5Ton 4Ton 5Ton

B(A) 12 16 18 20 24 32

Yes

Check according to the 

condition of whole unit

If the current is pulsating 
violently or abnormally beyond 
ǘƘŜ ά.έ ǾŀƭǳŜ
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6.13 Check for PSC indoor fan motor statusCHECK 13

Indoor air flow is normal/Check the capacity by BTU=ǶT*CFM*1.5 in force mode

If It is 
normal

Work 
normally

Yes

No

Check if there 
is 187-253V 

power supply

Correct the 
power supply

No

Yes

If there is 18-28Vac between
R&C terminal

Replace the 
control board

No

Replace the motor

If there is 18-28Vac 
between G&C terminal

Check if the thermostat 
not calling or replace 
the thermostat

No
Yes

Measure the power supply 
(L1&L2,red and black wire) 

Red and Black wire of signal

Check if there is 18-28Vac 
between Transformer output 

Replace the 
transformer 

No

Yes

If there is 187-253Vac 
between N & FAN speed

Replace the control 
board

No

If there is 
blockage of the 

indoor duct

Clean the 
blockage

No

Yes

73

Yes

Green and Black wire of 
signal

Yes

If LED light 
flash

Yes
Refer to ȍ 3.1.9/5.4Ȏ

Fan speed according to the
following chart

1 2

OFF

ON

1 2

OFF

ON

1 2

OFF

ON

1 2OFF

ON

SW6-1/2

L

L

M

H

fan speed
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6.14 Check for ECM indoor fan motor statusCHECK 14

Indoor air flow is normal/Check the capacity by BTU=ǶT*CFM*1.5 in force mode

If It is 
normal

Work 

normally

Yes

No

Check if 
there is 

230V power 
supply

Correct the 

power supply

No

Yes

If there is 18-28Vac between
R&C terminal

Replace the 

control board

No

Replace the motor

If there is 18-28Vac 
between G&C terminal

Check if the thermostat 

not calling or replace 

the thermostat

No
Yes

Measure the power supply 

(L1&L2,red and black wire) 

Red and Black wire of signal

Check if the airflow is very 

small or no airflow

Check if there is 18-28Vac 
between Transformer output 

Replace the 

transformer 

No

Yes

If there is 18-28Vac between
C & fan speed

Replace the control 

board

No

If there is 
blockage of 
the indoor 

duct

Clean the 

blockage

No

Yes

74

Yes

Green and Black wire of 

signal

Yes

If LED light 
flash

Yes
Remedy defective points

Refer to ȍ 3.1.9/5.4Ȏ

Fan speed according to the

following chart

1 2

OFF

ON

1 2

OFF

ON

1 2

OFF

ON

1 2OFF

ON

2

3

4

5

fan speed

No

SW6-1/2
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6.15 Check for Outdoor fan motor SpeedCHECK 15

Whether outdoor fan speed is normal

If the capacity 
setting  is incorrect
Refer to ȍ 7.3Ȏ

Reset the capacity 

setting

Yes

If the motor speed is 
meet the max Speed
Refer to ȍ 7.1Ȏand

following chart

No

75

Yes

No

If the Fan is 
blocked

No

Yes

Normally

Replace the motor and 

main board

Correct it

Capacity

setting
0010 0101 1001

Max Speed 850 930 1050

Enter Function t3 refer toȍ 7.3Ȏ

Quit Function t3 refer toȍ 7.3Ȏ
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6.16 Check for FUSECHECK 16

Whether the FUSE is normal when start the machine

Start 
normally

Work well
Yes

No

R̘ 1ʍ Should replace board
Yes

No

Work well

When power off and  pull up

Note: low probability, caution 

in handling

FUSE

(Make measurement of resistance 
between two side behind of FUSE)
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7.1 Wiring diagramsAppendix 1
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7.2 Main board replacement procedureAppendix 2
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7.2 Main board replacement procedureAppendix 2
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7.2 Main board replacement procedureAppendix 2
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Appendix 3 7.3 Menu button Function

Press Check and Force button 
for 6 seconds together

5ƛǎǇƭŀȅ άǘмέ

Press Check button

5ƛǎǇƭŀȅ άǘϝέ5ƛǎǇƭŀȅ άǘнέ. . . 

Press Force button

5ƛǎǇƭŀȅ άллέ

5ƛǎǇƭŀȅ άлмέ

Press Check button

Choose this Function, perform it and 
Ǝƻ ōŀŎƪ ǘƻ [ŜǾŜƭ мΣ ŀƴŘ 5ƛǎǇƭŀȅ άǘϝέ

Press Force button

Menu Level 1

Menu Level 2

Choose this Function, stop it and go 
ōŀŎƪ ǘƻ [ŜǾŜƭ мΣ ŀƴŘ 5ƛǎǇƭŀȅ άǘϝέ

Display Function Mode /ƘƻƻǎŜ άллέ /ƘƻƻǎŜ άлмέ

t1 Motor self-test Disable Enable

t2 Compressorself-test Disable Enable

t3 Permanent full-speedof motor Disable Enable

t4 Cleanhistory fault code Quit Enter

t5 Clean Compressor total operation time Quit Enter

t6 Reserved Quit Enter

QUIT

Press Check and Force button for 6 seconds together
OR

No operation lasted for 30 seconds
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7.5 Temperature and Resistance Relationship Tables
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Appendix 5



7.6 Refrigerant sensor repair and replacement guidelines separately (For 42\48\60k)

87

7 Appendix

Appendix 6

3ȁReuse screw to secure the Refrigerant sensor. 

1ȁBefore repairing and replacing refrigerant sensor, it is necessary to unplug the terminals(ŵ) located at the 
electronic control board and cut off the zip ties at specific positions. 

2ȁRemove the screws(Ŷ) that fix the Refrigerant sensor and replace the Refrigerant sensor.

4ȁUse zip ties to reattach the sensor wire body to the side of the Refrigerant sensor and the wire buckle.

NOTE : The photo shown is for reference only, 
the actual product may vary

ŵ

Ŷ



7.7 Wind pressure switch maintenance and replacement

88

7 Appendix

Appendix 7

3ȁMounting the silicone tube and the control wire.

1ȁ Remove the control wires(ŵ) and the silicone tube(Ŷ),and then Remove the screws(ŷ) on the back.

2ȁReplace the wind pressure Switch and mounting screw.

ŵ

Ŷ

ŷ

NOTE : The photo shown is for reference only, 
the actual product may vary


