














SPECIFICATIONS

Filter Change Reminder Hold down for 3 seconds,

to reset filter reminder.

If your installing contractor has configured
the thermostat to remind you when the air
filter needs changed, you will see FILT in the
display when your air filter needs changed.
FILT will be shown in the display after your
system has run long enough to require an air
filter change.
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Resetting the filter change reminder: When
FILT reminder is displayed, you should
change your air filter and reset the reminder e e
by holding down the second button from the
top left side of the thermostat for 3 seconds.
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Specifications

The display range of temperature  ............ 41°F to 95°F (5°C to 35°C)

The control range of temperature  ............ 44°F to 90°F (7°C to 32°C)

Load rating  --cememom oo 1 amp per terminal, 1.5 amp maximum all terminals combined

Display accuracy  weeeeececmoceeeeeeeeaaas +1°F

Swing (cycle rate or differential)  .............. Heating is adjustable from 0.2°F to 2.0°F
Cooling is adjustable from 0.2°F to 2.0°F

POWer SOUICEe oo 18 to 30 VAC, NEC Class Il, 50/60 Hz for hardwire (common wire)
Battery power from 2 AA Alkaline batteries

Operating ambient ..o 32°F to +105°F (0° to +41°C)

Operating humidity «----ceemiiiieiee 90% non-condensing maximum

Dimensions of thermostat  ..................... 4.7"W x4.4 "H x 0.8”D



